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Radio Electronic Token Block System Live
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Provisional ERTMS SPAD Data Collection For Live
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RGS Catalogue - June 2018

In Force
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Date Date

This specification describes the general requirements of 01/12/1986 01/12/1986 01/12/1986
the radio and associated equipment to be employed on
British Rail Repeater Based Band Ill Radio Electronic
Token Block Systems.

Infrastructure managers and railway undertakings shall  07/06/2014 06/09/2014 06/09/2014
use the GORT3119 designated Provisional SPAD Data
Collection forms when investigating signals passed at
danger incidents.

The editable word forms can be found on RSSBs website
at: http://www.rssb.co.uk/Library/standards-and-the-
rail-industry/2014-form-rt3119-a-issue-7.zip
Infrastructure managers and railway undertakings shall ~ 07/06/2014 06/09/2014 06/09/2014
use the GORT3119 designated Provisional SPAD Data
Collection forms when investigating signals passed at
danger incidents.

The editable word forms can be found on RSSBs website
at: http://www.rssb.co.uk/Library/standards-and-the-
rail-industry/2014-form-rt3119-b-issue-7.zip
Infrastructure managers and railway undertakings shall  07/06/2014 06/09/2014 06/09/2014
use the GORT3119 designated Provisional SPAD Data
Collection forms when investigating signals passed at
danger incidents. The editable word versions of the
forms can be found on RSSBs website at:
http://www.rssb.co.uk/Library/standards-and-the-rail-
industry/2014-form-rt3119-c-issue-2.zip

Infrastructure managers and railway undertakings shall ~ 07/06/2014 06/09/2014 06/09/2014
use the GORT3119 designated Provisional SPAD Data

Collection forms when investigating signals passed at

danger incidents.The editable word versions of the

forms can be found on RSSBs website at:

http://www.rssb.co.uk/Library/standards-and-the-rail-

industry/2014-form-rt3119-d-issue-2.zip

This form is a Network Rail maintained document and is
provided as a stand-alone version of the form originally
reproduced as an Appendix to GORT3407 issue one.
Form RT3973-NUC, Form RT3973-CON, Form RT3973-
EXL and Form RT3973-HAW will no longer be
reproduced as an appendix to GORT3407 issue two but
will be published on the RGSonline website.

01/12/2009 06/02/2010 06/02/2010
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Form RT3973-EXL Iss 1 Advice to Train Crews - Conveyance of Excef Live This form is a Network Rail maintained documentandis 01/12/2009 06/02/2010 06/02/2010 TOM
provided as a stand-alone version of the form originally
reproduced as an Appendix to GORT3407 issue one.
Form RT3973-NUC, Form RT3973-CON, Form RT3973-
EXL and Form RT3973-HAW will no longer be
reproduced as an appendix to GORT3407 issue two but
will be published on the RGSonline website.

Form RT3973-HAW lss 1 Advice to Train Crew - Conveyance of Heavy Live This form is a Network Rail maintained document and is 01/12/2009 06/02/2010 06/02/2010 TOM
provided as a stand-alone version of the form originally
reproduced as an Appendix to GORT3407 issue one.
Form RT3973-NUC, Form RT3973-CON, Form RT3973-
EXL and Form RT3973-HAW will no longer be
reproduced as an appendix to GORT3407 issue two but
will be published on the RGSonline website.

Form RT3973-NUC Iss 1 Advice to Train Crews - Conveyance of Radio Live This form is a Network Rail maintained documentandis 01/12/2009 06/02/2010 06/02/2010 TOM
provided as a stand-alone version of the form originally
reproduced as an Appendix to GORT3407 issue one.
Form RT3973-NUC, Form RT3973-CON, Form RT3973-
EXL and Form RT3973-HAW will no longer be
reproduced as an appendix to GORT3407 issue two but
will be published on the RGSonline website.

Form RT8106 Iss 1 Example Failure Data Collection Form Live This form is an example of an appropriate format for 01/10/2008 04/10/2008 04/10/2008 Cccs
recoding the collection of data when carrying out a
failure investigation as mandated by GERT8106 issue
one, Management of Safety Related Control, Command
and Signalling (CCS) System Failures.

Form RT8250 Iss 3 Urgent Safety-Related Defect Report Form Live Form specified in GERT8250 to be used to notify 01/09/2011 03/09/2011 03/09/2011 Form RT8250 Iss 2 RST
National Control Centre at Milton Keynes by fax of an
urgent NIR, to be used in the unlikely event that the
computer system is not functioning.

GCGN5612 Iss 1 Guidance on Loading Requirements for the [ Live This document gives guidance on loading requirements  06/12/2014 07/03/2015 07/03/2015 GCRT5112 Iss 2 INS
for the design of railway structures. It does not
constitute a recommended method of meeting any set
of mandatory requirements.

GCRC5633 Iss 2 Recommendations for the Risk Assessment ¢ Live This document gives details of a recommended method 01/12/2007 02/02/2008 02/02/2008 02/06/2018 GCRC5633 Iss 1 GIGN5633 Iss 1 INS
which, if followed, would meet the requirements of
section 2.4 of Railway Group Standard GCRT5033
Terminal Tracks - Requirements for Buffer Stops,
Arresting Devices and End Impact Walls to assess their

adequacy.
GCRT5021 Iss 5 Track System Requirements Live This document mandates requirements for track 01/12/2011 03/03/2012 03/03/2012 GCRT5021 Iss 4 INS CCS PLT
geometry, track system, track components and switches RST

and crossings (S&C) to provide for the safe guidance and
support of rail vehicles.

This document contains 'open points', that is,
requirements that have not yet been specified, but
which are within scope of the document.
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GCRT5033 Iss 2 Terminal Tracks - Requirements for Buffer St Live This document sets out requirements for buffer stops, 01/12/2007 02/02/2008 02/02/2008 01/09/2018 GCRT5033 Iss 1 RIS-7016-INS Iss 1 INS RST
arresting devices and end walls for terminal tracks.

GEGN8502 Iss 1 Operation of Trams and Light Rail or Metro \ Live This document provides guidance for Train Operators, 01/02/1999 03/04/1999 03/04/1999 RST CCS ENE
Station Operators and Railtrack Line in a situation where INS TOM
trams, light rail or metro vehicles operate through
services from other administrations onto Railtrack
controlled infrastructure.

GEGN8516 Iss 1 Guidance on Recording and Monitoring of Sy Live This document sets out guidance for recording and 01/08/2008 04/10/2008 04/10/2008 TOM CCS ENE
monitoring of spoken safety communications between
drivers, signallers and other safety critical staff.

GEGN8532 Iss 5 Guidance on 'Signals, Railway Track, Explosiv Live This guidance is intended to assist infrastructure 05/09/2015 05/09/2015 05/09/2015 GEGN8532 Iss 4 TOM
managers and railway undertakings in understanding
their responsibilities in relation to 'detonators'. The title
has been changed to better reflect the terminology
currently in use, as well as the proper shipping name.

GEGN8540 Iss 2 Guidance on Low Adhesion between the Wh Live This document gives guidance on the application of 06/06/2015 05/09/2015 05/09/2015 GEGNS8540 Iss 1 TOM CCS INS
Railway Group Standard GERT8040, which requires duty PLT RST
holders to work together in a process of co-operation to
create site specific action plans to eliminate, or reduce
the risks from low adhesion. Issue two of GEGN8540
includes additional guidance concerning driving in poor
railhead conditions on an ERTMS Signalled Railway.

GEGN8570 Iss 2 Guidance on the Management of Drugs and Live GERT8070 mandates common requirements for drug 01/12/2012 02/03/2013 02/03/2013 GEGNS8570 Iss 1 TOM
and alcohol testing of staff carrying out safety critical
work to be applied by the infrastructure manager and
railway undertakings. This guidance document gives
guidance on interpreting the requirements of GERT8070.
It does not constitute a recommended method of
meeting any set of mandatory requirements.

GEGNS8573 Iss 4 Guidance on Gauging and Platform Distance: Live This document forms a compendium of knowledge and  05/12/2015 05/03/2016 05/03/2016 GEGN8573 Iss 3 INS ENE PLT
advice relating to all aspects of gauging. RST
GEGN8578 Iss 3 Guidance on the Use of On-Train Satellite Po Live This document provides guidance on good practice for ~ 05/12/2015 05/12/2015 05/12/2015 GEGN8578 Iss 2 CCs RST TOM

the specification, selection, implementation, and
installation of on-train satellite positioning technology
based equipment in support of railway applications
requiring train position, speed and time.
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GEGN8579 Iss 1 Guidance on Digital Wireless Technology for Live This document sets out good practice on the 07/06/2008 07/06/2008 07/06/2008 CcCs RST
specification, purchase, implementation and installation
of data communications technology in support of
broadband applications on the UK railways. Deployment
of high-speed data communications and its use on the
railways is the main focus of this guidance note. The
guidance provided is for the use of train operators,
infrastructure providers, train builders and
communications service providers.

GEGN8607 Iss 2 Guidance on the Use of Escrow Agreements Live This document provides guidance on the use of escrow  03/03/2018 03/03/2018 03/03/2018 GEGN8607 Iss 1 RST PLT
agreements and is intended to assist in understanding
the application of escrow agreements. The guidance
note does not set out any requirements.

GEGN86111Iss 1 Guidance on the Application of the Control C Live This guidance note has been produced to provide 03/12/2016 03/12/2016 03/12/2016 ccs TOM
application guidance on the CCS TSI. The CCS TSI was
adopted by Commission Regulation (EU) 2016/919/EC
and published in the Official Journal of the European
Union on 15 June 2016.

GEGN8614 Iss 1 Guidance on Axlebox Condition Monitoring - Live This document provides guidance for rolling stock and 01/06/2011 03/09/2011 03/09/2011 GERC8514 Iss 1 RST CCS ENE
infrastructure substations to be applied in the design of INS PLT
a new or altered rolling stock for the detection of hot
axleboxes, by trackside hot axlebox detectors (HABDs)
and onboard axle bearing monitoring systems.

GEGN8618 Iss 1 Guidance on Mechanical Trainstop System  Live This document gives guidance on GERT8018 issue two 01/09/2012 01/12/2012 01/12/2012 ccs PLT RST
which has been up-issued following completion of the TOM
filtering process that identifies that a number of
measures are out of scope of the Railway Group
Standards Code and therefore have been withdrawn.

GEGN8623 Iss 1 Guidance on the Change Process for Project Live This document GEGN8623 gives guidance for the change 01/04/2007 07/04/2007 07/04/2007 01/09/2018 ENE RST
process associated with projects that affect operation
between electric trains and an electrification system. It
specifically addresses the introduction of new or
modified electric trains or changes to operations that
affect power requirements on a route-by-route basis
and to ascertain the compatibility of electric trains and
an electrification system for both railway undertakings
and infrastructure managers.
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GEGN8628 Iss 1 Guidance on Preparation for and Operation « Live This document gives guidance on the preparation of 01/06/2013 01/06/2013 01/06/2013 RST CCS ENE
infrastructure and rolling stock for winter and their INS PLT
subsequent operation during frost, ice and snow TOM

conditions on the Great Britain (GB) mainline railway.
This document has been structured into separate
sections covering infrastructure, rolling stock and
operations. When planning for winter, consideration
should be given to all of the guidance in GEGN8628 as
there could be information in one section of the
document that is pertinent to other areas of the railway.

GEGN8646 Iss 1 Guidance on the Common Safety Method fo Live This document gives guidance on application of the 02/12/2017 02/12/2017 02/12/2017 GEGN8640 Iss 1 CCS ENE INS
principles in the Common Safety Method for Risk GEGN8641 Iss 1 PLT RST
Assessment and Evaluation. GEGN8642 Iss 2 TOM

GEGN8643 Iss 2
GEGN8644 Iss 1
GEGN8645 Iss 1

GEGN8650 Iss 1 Guidance on High-Integrity Software-Based ¢ Live This document provides gidance on the procurement 04/03/2017 04/03/2017 Cccs ENE PLT
and specification of high integrity software. RST
GEGN8651 Iss 1 Guidance Note for Safe Integration of CCS Sy Live This document provides guidance on assessment of 03/03/2018 03/03/2018 03/03/2018 CCs TOM

changes that affect the interfaces between Control
Command and Signalling (CCS) systems and train
operations.
GERTS8006 Iss 2 Assessment of Compatibility of Rail Vehicle \ Live This document mandates specific requirements for the ~ 01/09/2010 04/12/2010 04/12/2010 GERT8006 Iss 1 INS PLT RST
assessment of compatibility between the static load
characteristics of rail vehicles and the capacity of
underline bridges to carry the vertical static and
dynamic loads imposed by the rail vehicles.

GERT8014 Iss 2 Axlebox Condition Monitoring - Hot Axlebox Live This document mandates requirements for rolling stock  01/06/2011 03/09/2011 03/09/2011 GERT8014 Iss 1 RST CCS ENE
and infrastructure subsystems to be applied in the INS PLT
design of new or altered rolling stock for the detection
of hot axleboxes, by trackside hot axlebox detectors
(HABDs) and onboard axle bearing monitoring systems.

GERT8018 Iss 2 Mechanical Trainstop System Interface Live This document details the track / train interface 01/09/2012 01/12/2012 01/12/2012 GERT8018 Iss 1 ccs INS PLT
requirements for mechanical trainstop systems. RST TOM
GERT8018 issue two which has been up-issued following
completion of the filtering process that identifies that a
number of measures are out of scope of the Railway
Group Standards Code and therefore have been
withdrawn.

GERT8023 Iss 1 Compatibility Between Electric Trains and El¢ Live Process for managing change that affects the 01/10/2000 02/12/2000 02/12/2000 01/09/2018 GMRT1000 Iss 1 ENE PLT RST
compatibility between electric trains and electrification
systems.
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GERT8073 Iss 3

GERT8075 Iss 3

GERT8270 Iss 3

GERT8273 Iss 1

GERT8402 Iss 2

GIGN5633 Iss 1

GIGN7608 Iss 2

Requirements for the Application of Standar Live

AWS and TPWS Interface Requirements Live

Assessment of Route Compatibility of Vehicl Live

Assessment of Compatibility of Rolling Stock Live

ERTMS/ETCS DMI National Requirements  Live

Recommendations for the Risk Assessment ¢ Live

Guidance on the Infrastructure Technical Spe Live

This document defines standard vehicle gauges and the
associated application rules for rolling stock and for
infrastructure. This document has workbooks associated
to it which may be accessed through the following link:
http://www.rssb.co.uk/Library/standards-and-the-rail-
industry/GERT8073-issue-3-spreadsheets.zip

GERTS8075 issue three defines the track/train interface
requirements for the United Kingdom (UK) Class B train
protection system ‘TPWS’, which comprises the
Automatic Warning System (AWS) and the Train
Protection and Warning System (TPWS)

This document sets out requirements and
responsibilities for the assessment of route
compatibility of vehicles and infrastructure.

This document provides the processes for
demonstrating gauging compatibility. It therefore aligns
with the process mandated in GERT8270 to ensure
system compatibility is maintained

This document sets out requirements for ERTMS/ETCS
Driver Machine Interface (DMI) equipment if a speed
display in miles per hour is required and / or an
alphanumeric train running number entry is required.

This document gives details of a recommended method
which, if followed, would meet the requirements of
section 11, Buffer Stops and End Impact Walls, of RIS-
7016-INS, 'Interface between Station Platforms, Track,
Trains and Buffer Stops'. Access to our Buffer Stop Risk
Assessment Tool can be made available on request via
our website at
https://www.rssb.co.uk/safety-risk-model/buffer-stop-
risk-assessment-tool

This document gives guidance on interpreting the
requirements of the Infrastructure Technical
Specification for Interoperability 2014 (INF TSI),
Commission Regulation (EU) No. 1299/2014 for
application to the GB mainline railway.

05/12/2015 05/03/2016 05/03/2016

03/03/2018

05/12/2015

05/12/2015

04/06/2016

02/06/2018

03/03/2018

05/03/2016

05/03/2016

03/09/2016

02/06/2018

03/03/2018

GERT8073 Iss 2

GEGNB8675 Iss 2
GERT8075 Iss 2

05/03/2016 01/09/2018 GERT8270 Iss 2

05/03/2016

03/09/2016

02/06/2018

03/09/2016 03/09/2016 03/09/2016

GERT8270 Iss 2

GERT8402 Iss 1
GEGNB8602 Iss 1

GCRC5633 Iss 2
GIGN7616 Iss 2

GIGN7608 Iss 1

RST INS PLT

CCs RST TOM

RIS-8270-RST Iss 1 CCS ENE
INS PLT
RST TOM
RST ENE INS

PLT

CCs RST TOM

INS

INS RST
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GIGN7616 Iss 2 Guidance on Interface between Station Platf Live This document gives guidance on interpreting the 01/03/2014 07/06/2014 07/06/2014 02/06/2018 GIGN7616 Iss 1 RIS-7016-INS Iss 1 INS PLT RST
requirements of Railway Group Standard GIRT7016 - GIGN5633 Iss 1 TOM
Interface between Station Platforms, Track and Trains,
relating to platform geometry and specifically supports
Parts 2,3,4,5,6,7,8,9 and 11. It does not constitute a
recommended method of meeting any set of mandatory
requirements. There is no guidance to support GIRT7016
Part 10 and Part 12. Guidance is also given on the
Persons with Reduced Mobility (PRM) Technical
Specification for Interoperability (TSI), the High Speed
Infrastructure TSI (HS INF TSI) and the CR INF TSI relating
to platform geometry).

GIGN7619 Iss 1 Guidance on the Safety in Railway Tunnels Ti Live This document gives guidance on interpreting the 07/09/2013 07/12/2013 07/12/2013 GIRT7019 Iss 1 INS PLT RST
requirements of the Safety in Railway Tunnels Technical
Specification for Interoperability (SRT TSI). It specifically
gives guidance on the requirements for the
Infrastructure, Energy, Control Command and Signalling,
and Rolling Stock sub systems. It does not constitute a
recommended method of meeting any set of mandatory
requirements.

GIGN7633 Iss 1 Guidance on Lineside Signs Live This document provides guidance on the specification of 06/06/2015 05/09/2015 04/06/2016 CCs ENE INS
lineside operational signs and a process for introducing TOM
new designs of signs. It also sets out, in a non-
mandatory appendix, additional guidance for
introducing lineside safety signs.

GIGN7634 Iss 1 Index for Lineside Signs Live This document provides an index for all the signs inthe  06/06/2015 05/09/2015 04/06/2016 Cccs ENE INS
catalogue of lineside signs and additional information, TOM
including references to relevant documents which set
out the use of the signs.

GIRT7016 Iss 5 Interface between Station Platforms, Track a Live This document mandates requirements for the design 01/03/2014 07/06/2014 07/06/2014 01/09/2018 GIRT7016 Iss 4 RIS-7016-INS Iss 1 INS PLT RST
and maintenance of station platforms for their safe GIRT7020 Iss 1 TOM
interface with trains.

GIRT7019 Iss 2 Requirements for Lighting in Railway Tunnel: Live This document mandates requirements for tunnel 07/09/2013 07/12/2013 07/12/2013 02/06/2018 GIRT7019 Iss 1 INS PLT RST

lighting systems. This document should be read in
conjunction with the guidance note on the Safety in
Railway Tunnels Technical Specification for
Interoperability.

GIRT7020 Iss 1 GB Requirements for Platform Height, Platfo Live This document sets out GB requirements in scope of 02/06/2018 01/09/2018 01/09/2018 GIRT7016 Iss 5 INS PLT RST
National Technical Rules for platform height, platform
offset and platform width.

GIRT7033 Iss 3 Lineside Signs Live This document mandates the specification of lineside 06/06/2015 05/09/2015 04/06/2016 GIRT7033 Iss 2 ccs ENE INS
operational signs and a process for introducing new TOM
designs. It also sets out, in a non-mandatory appendix,
the process for introducing lineside safety signs.
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GIRT7073 Iss 1 Requirements for the Position of Infrastructt Live This document mandates requirements for positioning ~ 05/12/2015 05/03/2016 05/03/2016 01/09/2018 GCRT5212 Iss 1 GIRT7073 Iss 2 INS ENE PLT
infrastructure, and maintaining the position of track RST
relative to infrastructure to achieve gauge compatibility
with rolling stock.

GIRT7073 Iss 2 Requirements for the Position of Infrastructt Live This document mandates requirements for positioning ~ 02/06/2018 01/09/2018 01/09/2018 GIRT7073 Iss 1 INS PLT RST
infrastructure, and maintaining the position of track
relative to infrastructure to achieve gauge compatibility
with rolling stock.

GKGNO0554 Iss 2 Guidance on Radio Electronic Token Block (R Live This document presents information gathered from 07/09/2013 07/09/2013 07/09/2013 GKGNO0554 Iss 1 CCS
legacy and industry documentation to provide a single
document that explains the RETB system. It includes
operational and functional descriptions and sets out
current RETB best practices.

GKGNO0602 Iss 1 Guidance on Train Rooftop Antenna Position Live This document gives guidance on train rooftop antenna  01/12/2010 04/12/2010 04/12/2010 CCS ENE PLT
positioning with the intention of assisting infrastructure RST TOM
managers, railway undertakings and other organisations
required to fit antennas on train rooftops in relation to
good practice for train rooftop antenna positioning.

GKGNO0612 Iss 1 Guidance on Signalling Lockout Systems to P Live This document provides guidance on meeting the 01/08/2007 06/10/2007 06/10/2007 Cccs PLT TOM
requirements of Railway Group Standard GKRT0212.

GKGNO0644 Iss 2 Guidance on Permissive Working Live This document provides guidance to support the 06/12/2014 07/03/2015 07/03/2015 GKGNO0644 Iss 1 ccs TOM
requirements associated with signalling a second train
onto a section of railway line which is already occupied
by a train.

New guidance in issue two explains a change to the
requirements for the approaching train to be at a stand,
or nearly at a stand before the calling-on movement
authority. The changes enable operational efficiencies
to be achieved by allowing the calling-on movement
authority to be displayed when the approaching train is
within 100 m of the signal and the speed of the train is
consistent with the driver transitioning to the permissive
movement.

GKGNO655 Iss 1 Guidance on Block System Interface Require Live This document provides guidance and rationale to 07/09/2013 07/12/2013 07/12/2013 Cccs INS TOM
support the requirements in GKRT0055 for block system
interfaces between signalling infrastructure and railway
operations.

GKGNO0657 Iss 1 Guidance on Lineside Signal and Indicator Pr Live This document gives guidance on interpreting lineside 06/12/2014 07/03/2015 07/03/2015 GKGNO0645 Iss 3 CCs TOM
signal and indicator product design and assessment
requirements.

GKGNO0675 Iss 4 Guidance on Lineside Signal Spacing and Spe Live This document gives guidance on interpreting the 05/09/2015 05/12/2015 05/12/2015 GKGNO0675 Iss 3 CCS INS RST
requirements of Railway Group Standard GKRT0075 Iss 4 TOM
Lineside Signal Spacing and Speed Signage.
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GKGNO0802 Iss 1 Glossary of Signalling Terms Live This document defines the meaning of commonly used  01/04/2004 05/06/2004 05/06/2004 GHZC0002 Iss 1 CcCs
terms which are specific to signalling or used in a GKRTO0002 Iss 1
signalling context. The objective is to provide a common
and clearly understood meaning of each term.

GKRT0028 Iss 3 Infrastructure Based Train Detection Interfac Live This document specifies the Infrastructure based train 03/09/2016 03/12/2016 03/12/2016 GKRT0028 Iss 2 CCS RST
detection system parameters that are necessary to GKRTO0002 Iss 1
support technical compatibility with GB legacy rail
vehicles.

GKRTO0044 Iss 3 Permissive Working Live This document defines the requirements associated with 06/12/2014 07/03/2015 07/03/2015 GKRT0044 Iss 2 CcCcs TOM

signalling a second train onto a section of railway line
which is already occupied by a train.

The change in issue three replaces the requirements for
the approaching train to be at a stand, or nearly at a
stand before the calling-on movement authority is
displayed. The new requirements enable operational
efficiencies to be achieved by allowing the calling-on
movement authority to be displayed when the
approaching train is within 100 m of the signal and the
speed of the train is consistent with the driver
transitioning to the permissive movement.

GKRTO0O055 Iss 1 Block System Interface Requirements Live This document mandates the requirements for block 07/09/2013 07/12/2013 07/12/2013 GKRT0041 Iss 1 CCs INS TOM
system interfaces between signalling infrastructure and GKRT0042 Iss 1
railway operations. GKRTO0064 Iss 1

GKRTO0051 Iss 1
GKRTO0054 Iss 1
GKRTOO60 Iss 4
GKRTO063 Iss 1

GKRT0O057 Iss 1 Lineside Signal and Indicator Product Design Live This document mandates the technical parameters for ~ 06/12/2014 07/03/2015 07/03/2015 GKRT0045 Iss 3 ccs TOM
lineside signalling hardware and displays, and the scope
of readability assessment applicable to production
certification.

GKRTOO75 Iss 4 Lineside Signal Spacing and Speed Signage  Live This document specifies the minimum distances that 05/09/2015 05/12/2015 05/12/2015 GKRTOO75 Iss 3 CCS INS RST
must be provided between the first cautionary aspect TOM
and the stop signal to which it applies. In addition, it
addresses the signing for permissible speeds and speed
restrictions.

GKRT0212 Iss 1 Signalling Lockout Systems to Protect Railwa Live This document mandates the technical parameters that  01/08/2007 04/10/2007 04/10/2007 CCs PLT TOM
apply to signalling lockout systems provided for railway
undertaking personnel to use.

GLGN1600 Iss 1 Guidance on the Energy TSI Live This document gives guidance on interpreting the 04/03/2017 04/03/2017 04/03/2017 GEGNS8600 Iss 1 ENE RST
requirements of the Energy Technical Specification for
Interoperability 2014 (ENE TSI) Commission Regulation
(EU) No. 1301/2014 for application to the GB mainline
railway.
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GLGN16101Iss 1 Guidance on AC Energy Subsystem and Inter Live This document gives guidance on the requirements of 06/12/2014 07/03/2015 07/03/2015 ENE INS RST
Railway Group Standard GLRT1210 Iss 1, AC Energy
Subsystem and Interfaces to Rolling Stock Subsystem. It
does not constitute a recommended method of meeting
any set of mandatory requirements.

GLGN1612 Iss 1 Guidance on DC Conductor Rail Energy Subsy Live This document gives guidance on interpreting the 05/09/2015 05/12/2015 05/12/2015 ENE INS PLT
requirements of Railway Group Standard GLRT1212 Iss 1 RST
DC Conductor Rail Energy Subsystem and Interfaces to
Rolling Stock Subsystem. It does not constitute a
recommended method of meeting any set of mandatory
requirements.

GLGN1620 Iss 1 Guidance on the Application of the Control c Live This document gives guidance on the application of the ~ 04/06/2016 04/06/2016 04/06/2016 CCS ;HENE
Control of Electromagnetic Fields at Work (CEMFAW) ;HINS #PLT
Regulations in the railway environment, and JHRST
supplements the processes set out in the Health and HTOM

Safety Executive's guidance on the regulations.

GLRT12101Iss 1 AC Energy Subsystem and Interfaces to Rollii Live This document defines the requirements for the AC 06/12/2014 07/03/2015 07/03/2015 ENE INS RST
energy system and the interfaces to rolling stock
operating over the AC electrified railway.

GLRT1212Iss 1 DC Conductor Rail Energy Subsystem and Int Live This document defines the requirements for the DC 05/09/2015 05/12/2015 05/12/2015 GERT8025 Iss 1 ENE INS PLT
conductor rail energy system and the interfaces to GMRT1041 Iss 1 RST
rolling stock operating over the DC electrified railway. GLRT1254 Iss 1

GMGN2460 Iss 1 Guidance on Compliance with Noise and Vib Live This document provides guidance for infrastructure 01/04/2008 07/06/2008 07/06/2008 RST

managers and railway undertakings on the legislation
relating to noise and vibration in the railway
environment. The guidance covers hand-arm and whole
body vibration, as well as noise. The guidance provides
information to assist in complying with the legislation.

GMGN2571 Iss 1 Guidance on the Storage and Recommission Live This document gives guidance on the storage and 01/06/2002 03/08/2002 03/08/2002 GMTC0154 Iss 1 RST PLT
recommissioning of traction and rolling stock that is
withdrawn from operation on Railtrack controlled
infrastructure for an extended period.

GMGN2606 Iss 1 Guidance on the Fitment and Functionality o Live This document gives guidance on fitting forward and 01/06/2010 05/06/2010 05/06/2010 RST CCS PLT
rear facing camera systems on rolling stock. It enables TOM
railway undertakings to adopt a common methodology
in the fitment and functionality of forward and rear
facing camera systems. It does not constitute a
recommended method of meeting any set of mandatory
requirements.

10
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Document Number Document Synopsis Issue Date In Force Compliance Withdrawn Supersedes Standard  Superseded by Lead Supporting
Status Date Date Date Standard Committee Committee

GMGN2607 Iss 1 Guidance on the Braking Requirements for K Live This document gives guidance on the braking 01/09/2010 04/09/2010 04/09/2010 RST TOM
requirements for hauling multiple units in a freight train.
This guidance is intended to assist railway undertakings
in understanding their responsibilities in relation to the
braking and formation requirements for the freight train
used to undertake the hauling of multiple units with
their brakes isolated. Hauling a multiple unit of up to
three vehicles coupled together with their brakes
isolated is permitted by GERT8000-TW3 and GORT3056-
B.

This document provides additional guidance where a
multiple unit, consisting of four or more vehicles, is to
be moved in its dedicated freight train and that they will
not be marshalled into a longer general freight train
formation.

GMGN2611 Iss 1 Guidance on Rolling Stock Subsystem and Inf Live This document gives guidance on the requirements of 06/12/2014 07/03/2015 03/06/2017 RST ENE INS
Railway Group Standard GMRT2111 issue one, Rolling
Stock Subsystem and Interfaces to AC Energy
Subsystem. It does not constitute a recommended
method of meeting any set of mandatory requirements.
It applies to both 25kV electric rail vehicles and non-
electric rail vehicles such as coaches and freight wagons.
The guidance on rolling stock requirements in this
document describe the compatibility requirements with
all existing and future 25kV electrified systems. As the
existing 25kV electrification system which predates
GLRT1210 is not TSI compliant, this has necessitated
additional rolling stock requirements to fully define the
interface with the energy subsystem.

GMGN2613 Iss 1 Guidance on Rolling Stock Subsystem and Int Live This document gives guidance on interpreting the 05/09/2015 05/12/2015 04/06/2016 RST ENE INS
requirements of Railway Group Standard GMRT2113 Iss PLT
1 Rolling Stock Subsystem and Interfaces to DC
Conductor Rail Energy Subsystem. It does not constitute
a recommended method of meeting any set of
mandatory requirements.

GMGN2615 Iss 2 Guidance on the Locomotives and Passenget Live This document gives guidance on interpreting the 03/12/2016 03/12/2016 03/12/2016 GMGN2615 Iss 1 RST ENE PLT
requirements of the Locomotives and Passenger Rolling TOM
Stock Technical Specification for Interoperability 2014
(RST TSI), Commission Regulation (EU) No. 1302/2014
for application to the GB mainline railway.

GMGN2630 Iss 1 Guidance on Rail Vehicle Fire Safety Live This document supersedes GMRC2530 Iss 1 - 07/12/2013 01/03/2014 01/03/2014 GMRC2530 Iss 1 RST TOM
Recommendations for Rail Vehicle Fire Safety, and
provides guidance on GMRT2130 Iss 1 - Vehicle Fire,
Safety and Evacuation



Document Number

GMGN2642 Iss 1

GMGN2643 Iss 1

GMGN2646 Iss 1

GMGN2685 Iss 1

GMGN2686 Iss 1

GMGN2687 Iss 1

GMGN2688 Iss 2

GMGN2689 Iss 2

Document
Status

Guidance on Wheel / Rail Low Adhesion Me: Live

Guidance on Wheel / Rail Low Adhesion Sim' Live

Guidance on Axle Bearing Maintenance Live

Guidance on Lifting, Jacking, Recovery and Ei Live

Guidance on Rail Vehicle Bodyshell, Bogie ar Live

Guidance on Rail Vehicle Interior Structures - Live

Guidance on Designing Rail Freight Wagons 1 Live

Guidance on Mechanical Coupling of Rail Vel Live

RGS Catalogue - June 2018

Synopsis

This document provides guidance on the selection of a
method for measuring wheel / rail low adhesion. The
document assesses the suitability of each of the
measurement techniques for undertaking various
activities.

This document provides information and guidance to
enable the selection of the most appropriate artificial
contaminant for replicating a low adhesion layer or
artificial leaf film and the method that can be employed
to implement the use of the selected contaminant.

This document gives guidance for the maintenance of
rail vehicle axle bearings. There is also detailed guidance
for the training and competence assessments of
personnel and supervisors, who influence, maintain or
overhaul axle bearings.

GMGN2685 gives guidance in support of the
requirements set out in Part 9 of GMRT2100 for the
lifting, jacking, recovery and emergency movement of
rail vehicles.

GMGN2686 gives guidance on the requirements set out
in Parts 2, 3 and 4 of GMRT2100 for structural
requirements for rail vehicles, structural requirements
for rail vehicle bodies and structural elements for bogie
and suspension.

GMGN2687 gives guidance in support of the
requirements set out in Parts 5, 6 and 7 of GMRT2100
for secondary structural elements, rail vehicle elements
interfacing with passengers and traincrew and
aerodynamic rail vehicle loads.

This document gives guidance on the design of rail
freight wagons (including rail tank wagons). This
guidance is intended to assist contracting entities and
railway undertakings in relation to the design of rail
freight wagons and incorporates the output from a
review of design guidance for wagons and how standard

British practice meets the Wagon Technical Specification

for Interoperability (WAG TSI).

GMGN2689 gives guidance in support of the
requirements in Part 8 of GMRT2100 for the mechanical
coupling of rail vehicles. Issue two was produced using
the small scale change process to include guidance to
support the new requirement for couplings included in
GMRT2100 issue five.

Issue Date

01/02/2008

01/02/2008

01/03/2011

01/12/2010

01/12/2010

01/12/2010

07/09/2013

01/06/2012

In Force Compliance Withdrawn Supersedes Standard
Date Date Date

02/02/2008 02/02/2008

02/02/2008 02/02/2008

04/06/2011 04/06/2011 GMRC2516 Iss 2

GMRT2030 Iss 2

05/03/2011 05/03/2011

05/03/2011 05/03/2011 GMGN2560 Iss 1

05/03/2011 05/03/2011

07/09/2013 07/09/2013 GMGN2688 Iss 1

01/09/2012 01/09/2012 GMGN2689 Iss 1

Superseded by
Standard

Lead

Supporting

Committee Committee

RST

RST

RST

RST

RST

RST

RST

RST

PLT

PLT

PLT

PLT

CCS ENE
INS PLT
TOM

INS PLT
TOM
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Document Number

GMGN2695 Iss 1

GMRC2513 Iss 1

GMRC2531 Iss 1

GMRC2532Iss 1

GMRC2533 Iss 1

GMRC2534 Iss 1

GMRC2542 Iss 1

Document
Status

Guidance on Testing of Wheel Slide Protectic Live

Commentary on Permissible Track Forces for Live

Recommendations for Rail Vehicle Emergenc Live

Recommendations for Rail Vehicles Emerger Live

Recommendations for Communication of Ra Live

Recommendations for Rail Vehicle Emergenc Live

Recommendations for Determination of Aer Live

RGS Catalogue - June 2018

Synopsis Issue Date In Force Compliance Withdrawn Supersedes Standard

Date Date

This document has been produced to supplement the 01/12/2010 04/12/2010 04/12/2010
Wheel Slide Protection (WSP) testing requirements set

out in BS EN 15595:2009. It provides guidance for a WSP

testing programme to evaluate WSP system

performance for use primarily on passenger rail vehicles

operating on the GB mainline network with

representative GB mainline network adhesion

conditions. The principles of the document could be

applied to WSP equipment fitted to other rail vehicles.

This commentary provides technical background 01/02/1995 01/04/1995 01/04/1995
information and guidance on applying Railway Group

Standard GMTT0088 which prescribes design and

maintenance requirements or traction and rolling stock

and On-Track machines, to ensure that the interactive

forces and stresses generated between vehicles and

track are limited to acceptable levels.

GMRC2531 provides an explanation of the difference 01/06/2008 02/08/2008 02/08/2008
between emergency and standby lighting, and the

purpose of emergency lighting. Additionally, it provides

an explanation of and recommendations on the means

of delivering the requirements for emergency lighting.

GMRC2532 provides recommendations for emergency ~ 01/06/2008 02/08/2008 02/08/2008
and safety equipment together with examples of
suitable specifications for such equipment.
GMRC2533 provides recommendations for the 01/06/2008 02/08/2008 02/08/2008
communication of emergency and safety information. It

includes references to other relevant published

documents - including 'Graphics guidelines for safety

signs' and 'Guidelines for symbol design and testing'. It

provides check lists for specific areas of the vehicle, as

well as check lists and guidance for the design process of

emergency and safety information.

GMRC2534 provides an overview of and the principles ~ 01/06/2008 02/08/2008 02/08/2008
of designing rail vehicle interiors for emergency

evacuation, as well as recommendations and a

procedure for evacuation testing and validation.

This Code of Practice provides details of methodologies 01/08/2009 03/10/2009 03/10/2009
for determining a more accurate aerodynamic rolling

moment coefficient for the vehicle, as an alternative to

using the benchmark aerodynamic rolling moment

coefficient equations in GMRT2142.

Superseded by Lead

Supporting

Standard Committee Committee

RST

RST

RST

RST

RST

RST

RST

PLT TOM

INS

PLT TOM

PLT TOM

PLT TOM

PLT TOM

INS PLT
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Document Number Document  Synopsis Issue Date In Force Compliance Withdrawn Supersedes Standard  Superseded by Lead Supporting
Status Date Date Date Standard Committee Committee

GMRC(C2641 Iss 2 Recommendations for Vehicle Static Testing Live This document has been published by Rail Safety and 01/06/2009 01/08/2009 01/08/2009 GMRC(C2641 Iss 1 RST INS PLT
Standards Board (RSSB) to give details of recommended
methods which, if followed, would meet the
requirements of GMRT2141 Resistance of Railway
Vehicles to Derailment and Roll-Over in respect of static
testing. It also contains recommendations for the
purpose of vehicle simulation model validation.

GMRT2045 Iss 4 Compatibility Requirements for Braking Systi Live This document defines the compatibility and 05/03/2016 04/06/2016 04/06/2016 GMRT2040 Iss 1 RST CCS PLT
performance requirements for the braking systems of GMRT2041 Iss 2
rail vehicles for operation in trains on the mainline GMRT2042 Iss 2
railway. This document replaces a suite of documents to GMRT2043 Iss 2
be withdrawn and also incorporates guidance from GMRT2044 Iss 4
GMGN2615 Iss 1 (G 2.1.83 to G 2.1.132 inclusive) and GMRT2045 Iss 3
GMGN2688 Iss 2 (G 2.15.3, G 2.16 to G 2.19 inclusive GMRT2046 Iss 1
and G 3.2.31).
GMRT2100 Iss 5 Requirements for Rail Vehicle Structures Live This document mandates requirements for the design 01/06/2012 01/09/2012 01/09/2012 GMRT2100 Iss 4 RST INS PLT
and integrity of rail vehicle structures for both primary TOM

and secondary structures, including interior
crashworthiness.

Issue five was produced using the small scale change
process to include a missing requirement for couplings,
previously included in GMRT2190 issue two, and now

enhanced.

GMRT2111 Iss 1 Rolling Stock Subsystem and Interface to AC Live This document defines the interface requirements for 06/12/2014 07/03/2015 03/06/2017 GERT8025 Iss 1 RST ENE INS
the AC energy system for all rolling stock operating over GMRT2181 Iss 3
the AC electrified railway. GMRT2304 Iss 3

Amendment 2111 Iss 1 AMOO01: From 07 March 2015 to
02 June 2017 it is mandatory for new or modified
vehicles (this excludes like for like replacement of
components) to comply with either GM/RT2111 issue
one or: [Section B 4.8 of GE/RT8025 issue one, clauses 4,
4.1,5.1.1, 5.1.2 of GM/RT2181 issue three and clauses
B4.1, B4.3, B4.8, B5.2.1 of GM/RT2304 issue three]

GMRT2113 Iss 1 Rolling Stock Subsystem and Interfaces to D( Live This document defines the interface requirements to the 05/09/2015 05/12/2015 04/06/2016 GERT8025 Iss 1 RST ENE INS
DC conductor rail energy system for all rolling stock GMRT2304 Iss 3 PLT
operating over the DC electrified railway.

GMRT2130 Iss 4 Vehicle Fire, Safety and Evacuation Live This document has been revised to align with fire 07/12/2013 01/03/2014 01/03/2014 GMRT2130 Iss 3 RST PLT TOM
categories in the Rolling Stock Technical Specification
for Interoperability (RST TSI) and BS EN 45545:2013, to
facilitate open wide gangways, remove duplication of
testing between GMRT2130 and BS 6853:1999, revise
the requirements for emergency lighting outside of
exterior doorways and remove the requirements for
emergency lighting to charge luminescent signage. It is
supported by a new Rail Industry Guidance Note
GMGN2630 Iss 1.
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Lead
Committee

Document
Status

Document Number In Force

Date

Issue Date

Synopsis

Compliance Withdrawn Supersedes Standard
Date Date

Superseded by
Standard

Supporting
Committee

GMRT2131Iss 1

GMRT2132 Iss 1

GMRT2141 Iss 3

GMRT2142 Iss 4

GMRT2160 Iss 4

GMRT2161 Iss 1

GMRT2162 Iss 3

GMRT2173 Iss 1

GMRT2173 Iss 2

Audibility and Visibility of Trains. Live

On-board Energy Metering for Billing Purpos Live

Resistance of Railway Vehicles to Derailment Live

Resistance of Railway Vehicles to Roll-Over i Live

Environment Inside Railway Vehicles (Audibi Live

Requirements for Driving Cabs of Railway Ve Live

Traincrew Access to and Egress from Railway Live

Requirements for the Size of Vehicles and Pc Live

Requirements for the Size of Vehicles and Pc Live

This document mandates requirements for audible and
visible warning devices such that an approaching train is
clearly visible and audible to members of the public and
trackside staff.

This document sets out the energy metering
requirements when electric traction units are fitted with
an energy measuring system that provides data to be
used by the infrastructure manager for billing purposes.

This document mandates requirements for rolling stock
to ensure acceptable resistance against flange climbing
derailment and against roll-over induced by
overspeeding.

This document mandates the requirements to be
applied to railway vehicles so that the vehicles can
operate under gale conditions in Great Britain. The
objective is to minimise the likelihood of vehicle roll-
over.

This document has been re-issued to take into account
the revision of the minimum acceptable intrinsic roll-
over wind speed for freight and other vehicles not
designed to carry people.

This document mandates requirements for the audibility
of detonators in driving cabs.

This document describes the requirements for external
visibility from inside driving cabs for control facilities and
for other interior arrangements, to ensure a working
environment in which drivers of traction and rolling
stock vehicles and on-track machines can carry out their
operational duties safely and effectively.

This document mandates requirements for traincrew
access to and egress from railway vehicles.
A small scale change to the application of the document.

This document mandates the methods of determining
the swept envelope of rail vehicles. It mandates specific
gauge requirements for the lower sector and specific
items of equipment, and mandates minimum
requirements for the recording of vehicle gauging data.

This document mandates the methods of determining
the swept envelope of rail vehicles. It mandates specific
gauge requirements for the lower sector and specific
items of equipment, and mandates minimum
requirements for recording of vehicle gauging data.

05/12/2015

01/09/2010

01/06/2009

06/12/2014

01/12/2010

01/08/1995

01/06/2011

05/12/2015

02/06/2018

05/03/2016

04/12/2010

01/08/2009

07/03/2015

05/03/2011

08/10/1995

03/09/2011

05/03/2016

01/09/2018

05/03/2016

04/12/2010

01/08/2009

07/03/2015

05/03/2011

08/10/1995

03/09/2011

05/03/2016

01/09/2018

GMRT2483 Iss 1
GMRT2484 Iss 2

GMRT2141 Iss 2

GMRT2142 Iss 3

GMRT2160 Iss 3

GMRT2162 Iss 2

01/09/2018 GMRT2149 Iss 3

GMRT2173 Iss 1

RST

RST

RST

RST

RST

RST

RST

GMRT2173 Iss 2 RST

INS

CCS TOM

CCS ENE

INS PLT

INS PLT

INS PLT

PLT TOM

PLT TOM

ENE INS
PLT

PLT RST
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Document Number Document  Synopsis Issue Date In Force Compliance Withdrawn Supersedes Standard  Superseded by Lead Supporting
Status Date Date Date Standard Committee Committee

GMRT2176 Iss 1 Air Quality and Lighting Environment for Trai Live This document prescribes requirements for air quality 01/12/1995 06/04/1996 06/04/1996 RST PLT TOM
and lighting levels in traincrew areas inside railway
vehicles, to ensure an acceptable working environment
in which drivers and other traincrew can carry out their
operational duties safely and effectively. This standard
applies to traction and rolling stock vehicles and to on-
track machines.
Section 6 of this document has been superseded by
GMRT2130 Iss 1.

GMRT2185 Iss 2 Train Safety Systems Live This document defines the requirements for train safety 01/12/2001 02/02/2002 02/02/2002 GMRT2185 Iss 1 RST CCS PLT
systems to enable safe operation of trains on Railtrack TOM
controlled infrastructure.

GMRT2400 Iss 5 Engineering Design of On-track Machines in | Live This document mandates requirements for the design of 07/09/2013 07/12/2013 07/12/2013 GMRT2476 Iss 1 RST CCS ENE
on-track machines in running mode, and replaces GMGN2575 Iss 2 INS PLT
GMRT2400 Iss 4, GMRT2476 Iss 1, GMGN2575 Iss 2 and GMGN2576 Iss 1

GMGN2576 Iss 1.

GMRT2400 has been aligned with the Conventional Rail
Locomotives and Passenger Technical Specification for
Interoperability (CR LOC & PAS TSI) and BS EN 14033
series. All requirements for on-track machines in
running mode are now contained in GMRT2400 or with
specific references to other documents.

The requirements for on-track machines in travelling
and working modes are contained in

RIS-1702-PLT.

GMRT2461 Iss 2 Sanding Equipment Live This document sets out requirements for sanding 04/06/2016 03/09/2016 03/09/2016 GMRT2461 Iss 1 RST CCS PLT
systems fitted to trains, along with guidance and good TOM
practice.

GMRT2466 Iss 4 Railway Wheelsets Live This document sets out requirements for the design, 02/12/2017 03/03/2018 03/03/2018 GMRT2466 Iss 3 RST INS PLT

manufacture and maintenance of wheelsets and their
components. The tread profile coordinates referenced
in Appendix A and Appendix B of this document can be
found at:
https://www.rssb.co.uk/Library/standards-and-the-rail-
industry/GMRT2466-profile-coordinates.zip

GMRT2472 Iss 2 Requirements for Data Recorders on Trains Live This document mandates requirements for the provision 07/06/2014 05/12/2015 05/12/2015 GMRT2472 Iss 1 RST CCS PLT
and functionality of data recorders on trains. TOM
GMRT2477 Iss 2 Track Circuit Assister Configuration for Rail V Live This Standard mandates where TCAs shall be fitted onto  01/08/2009 03/10/2009 03/10/2009 01/09/2018 GMRT2477 Iss 1 GMRT2477 Iss 3 RST CCS PLT

a vehicle and how they shall be set up. It also contains
the requirements for testing a TCA.

GMRT2477 Iss 3 Compatibility Requirements for Track Circuit Live This sets out Great Britain (GB) requirements on where ~ 02/06/2018 01/09/2018 01/09/2018 GMRT2477 Iss 2 RST CCS PLT
TCAs shall be fitted onto a vehicle and how they shall be
set up.
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Document Number Document Synopsis Issue Date In Force Compliance Withdrawn Supersedes Standard  Superseded by Lead Supporting
Status Date Date Date Standard Committee Committee

GMRT2491 Iss 2 Design Requirements for a Driver's Reminde Live This document mandates the design requirements for 01/10/2009 05/12/2009 05/12/2009 GMRT2491 Iss 1 RST CCS TOM
the provision and functionality of DRA in the driving cabs
of trains, to enable the driver to set a reminder that the
signal ahead may be at danger.

GMTTO0088 Iss 1 Permissible Track Forces for Railway Vehicle: Live This document prescribes design and maintenance 01/10/1993 01/12/1993 01/12/1993 RST INS PLT
requirements for traction and rolling stock and for on-
track plant, to ensure that interactive forces and
stresses generated between vehicles and track are
limited to acceptable levels. Vehicle performance limits
relating to wheel loads, wheel diameters, unsprung
masses and suspension characteristics are specified.

GOGN3518 Iss 1 Guidance on Incident Response Planning & N Live This document gives guidance on interpreting the 01/10/2008 06/12/2008 06/12/2008 GOGN3671 Iss 1 TOM CCS PLT
requirements of RGS GORT3118. GOGN3672 Iss 1
GOGN3519 Iss 3 Guidance on Accident and Incident Investiga Live GORT3119 mandates requirements for the investigation 01/12/2012 02/03/2013 02/03/2013 GOGN3519 Iss 2 TOM CCS PLT

of accidents and incidents involving more than one duty
holder so that system improvements necessary to
prevent or reduce the likelihood of recurrence, or
mitigate the consequences, are identified and
implemented. This guidance document has been
published by RSSB to give guidance on interpreting the
requirements of GORT3119. It does not constitute a
recommended method of meeting any set of mandatory
requirements.

GOGN3615 Iss 2 Guidance on the Operation and Traffic Manz Live This document provides guidance on interpretation of 02/09/2017 02/09/2017 02/09/2017 GOGN3615 Iss 1 TOM CCS RST
points within the Operation and Traffic Management TSI
(OPE TSI) where, owing to incomplete or relatively
obscure wording, the intent and meaning may be
difficult to understand; it provides guidance and
reference on application of the requirements in the
context of the mainline railway in GB and in the context
of cross border operations.

GOGN3637 Iss 2 Guidance on Defective on-Train Equipment Live This document contains guidance relating to the 05/09/2015 05/12/2015 05/12/2015 GOGN3637 Iss 1 TOM Cccs
production of contingency plans, which should be
applied when on-train equipment becomes defective. It
applies to all trains being brought into service, and to
those in service, on Network Rail managed
infrastructure
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Document Number Document Synopsis Issue Date In Force Compliance Withdrawn Supersedes Standard  Superseded by Lead Supporting
Status Date Date Date Standard Committee Committee

GOGN3653 Iss 3 Guidance for Safe Freight Train Operation  Live GOGN3653 is intended to assist infrastructure managers 06/12/2014 06/12/2014 06/12/2014 GOGN3653 Iss 2 TOM PLT
and railway undertakings in understanding their
responsibilities in relation to safe freight train operation.
The changes from issue two to issue three of GOGN3653
were to withdraw a number of clauses that added no
additional value as guidance in supporting the
mandatory requirements in GORT3056 Working Manual
for Rail Staff: Freight Train Operations. The other
amendments were to correct inconsistencies in the use
of the terms 'loading gauge' and 'vehicle gauge' and
other minor editorial changes.

GOGN3655 Iss 2 Guidance on Medical Fitness for Railway Safi Live This document provides guidance for railway 07/06/2014 07/06/2014 07/06/2014 GOGN3655 Iss 1 TOM
undertakings and infrastructure managers on medical
fitness for railway safety critical workers and is intended
to assist them in understanding their responsibilities in
relation to medical fitness and how they may approach
the setting of their own medical fitness criteria, where
appropriate.

GOGN3676 Iss 3 Guidance on the Carriage of Dangerous Goo Live This document gives guidance on the carriage of 02/03/2013 02/03/2013 02/03/2013 GOGN3676 Iss 2 TOM
dangerous goods by rail. This guidance is intended to
assist Transport Undertakings in understanding their
responsibilities in relation to the carriage of dangerous
goods by rail.
GOGN3677 Iss 1 Guidance on Operational Criteria for the Pro Live GOGN3677 is intended to assist infrastructure managers 01/12/2010 04/12/2010 04/12/2010 TOM Cccs
and railway undertakings in understanding operational
safety responsibilities when deciding what lineside
telephony should be provided under the strategy of cab
mobile GSM-R fitment, particularly in relation to critical
assets, and what potentially may be recovered. This
guidance should be read as supporting the network
change process. In conjunction with this guidance a risk
assessment tool has been produced to assist duty
holders in reaching costed appraisal of the safety and
performance benefits and disbenefits of providing or
removing lineside telephony. The CBA tool in support of
this guidance note can be downloaded from the RSSB
Rail Risk Portal at: www.safetyriskmodel.co.uk.

GOOTS303 Iss 1 Secondary Door Locking - Operational Requil Live This document defines the minimum operational 01/01/1993 01/01/1993 01/01/1993 RST
requirements for a system of secondary locking of
passenger operated slam doors to reduce passenger
injuries and fatalities.
RIS-0009-CCS Iss 1 Identification of Signalling and Related Equip Live This document sets out the principles for ensuring that ~ 02/09/2017 02/09/2017 02/09/2017 GKGNO609 Iss 1 ccs RST TOM
signalling and related assets are uniquely identified. GKRTOO009 Iss 4
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Document Number

Document  Synopsis Issue Date In Force Compliance Withdrawn Supersedes Standard
Status Date Date Date

Superseded by Lead
Standard

Supporting
Committee Committee

RIS-0036-CCS Iss 1

RIS-0077-CCS Iss 1

RIS-0386-CCS Iss 1

RIS-0700-CCS Iss 1

RIS-0703-CCS Iss 1.1

RIS-0707-CCS Iss 1

RIS-0708-CCS Iss 1

RIS-0713-CCS Iss 1.1

RIS-0725-CCS Iss 1

RIS-0728-CCS Iss 1

Transitions Between Signalling Systems Live

Ground Frames and Shunters' Releases Live

Rail Industry Standard on Signal Overrun Ris} Live

Rail Industry Standard for Internet Access on Live

Signalling Layout and Signal Aspect Sequence Live

Management of Safety Related Control, Cor Live

ERTMS/ETCS National Values Live

Lineside Signalling Layout Driveability Assess Live

Electromagnetic Compatibility of Train Detec Live

Infrastructure Based Train Detection System Live

This document sets out the requirements for managing
the transition between running lines signalled with
lineside signals and lines signalled using other signalling
principles.

This document sets out the interface requirements for
ground frames and shunters' releases that may be
operated by railway undertaking personnel.

This document sets out the approach for the
management of signal overrun risk consistent with the
application of the Common Safety Method on Risk
Evaluation and Assessment. This includes requirements
on the involvement of stakeholders throughout the
process and on the mitigations and controls necessary
to manage the risk associated with signal overrun risk.
The document has been developed to replace the out of
scope requirements in GIRT7006 and the guidance in
GIGN7606.

This document is intended to assist in the procurement
of system and services to enable Internet access on
trains, and suppliers in pre-empting the likely demands
of Great Britain (GB) railway undertakings in their
product offering to customers.

This document sets out requirements for the lineside
signalling system to be compatible with train operations
and guidance on their application.

This document sets out requirements for sharing
information about safety related failures of the Control,
Command and Signalling (CCS) system.

This Rail Industry Strandard (RIS) contains requirements
and guidance for a process to determine or revise a set
of values of ERTMS/ETCS National Values.

This document sets out requirements for assessing the
driveability of lineside signalling systems, and guidance
on the process of assessing changes to signalling layouts
or signal aspect sequences.

RIS-0725-CCS Iss 1 is a rail industry standard on
immunity levels of infrastructure-based train detection
systems, to provide electromagnetic compatibility (EMC)
with emissions from trains.

This document sets out requirements and guidance on
infrastructure based train detection systems.

03/12/2016

02/09/2017

06/12/2014

04/06/2016

13/03/2018

03/09/2016

02/09/2017

13/03/2018

02/12/2017

03/09/2016

03/12/2016 03/12/2016

02/09/2017 02/09/2017

06/12/2014 06/12/2014

04/06/2016 04/06/2016

13/03/2018 13/03/2018

03/09/2016 03/09/2016

02/09/2017 02/09/2017

13/03/2018 13/03/2018

02/12/2017 02/12/2017

03/09/2016 03/09/2016

GKRTO0O036 Iss 2 CCs
GKGNO0636 Iss 1

GKRTO077 Iss 1 CCS
GKGNO0677 Iss 1

GIRT7006 Iss 1 CCs
GIGN7606 Iss 1

CCs
RIS-0703-CCS Iss 1 CCs
GERT8071 Iss 2
GEGN8571 Iss 2
GKRTO0045 Iss 5
GKGNO0645 Iss 5
GERT8106 Iss 2 CCs
GERT8408 Iss 1 CCs
GEGNB8608 Iss 1
GERT8071 Iss 2 CCs
GEGN8571 Iss 2
GKRTO045 Iss 5
GKGNO0645 Iss 5
RIS-0713-CCS Iss 1

CCs
GKRT0028 Iss 2 CCs

GKGNO0628 Iss 2

ENE TOM
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Document Number

RIS-0737-CCS Iss 1

RIS-0743-CCS Iss1

RIS-0758-CCS Iss 1.1

RIS-0775-CCS Iss 1

RIS-0784-CCS Iss 1

RIS-0792-CCS Iss 1

RIS-0794-CCS Iss 2

RIS-0796-CCS Iss 1

Document
Status

Rail Industry Standard for Signal Sighting Ass Live

ERTMS Key Management Live

Lineside Signal Aspects and Indications Live

AWS and TPWS Application Requirements  Live

The Management of Packet 44 Applications Live

Level Crossing Operational Interfaces with Tt Live

GSM-R Train Voice Radio Systems Live

Train to Infrastructure RFID Compatibility  Live

RGS Catalogue - June 2018

Synopsis

Issue Date In Force Compliance Withdrawn Supersedes Standard
Date Date Date

04/06/2016 04/06/2016 04/06/2016 GERT8037 Iss 1
GKRTO045 Iss 4
GKGNO645 Iss 4
GEGN8537 Iss 1
GERT8403 Iss 1

GEGN8603 Iss 1

This document sets out the signal sighting assessment
process that is used to confirm compatibility of lineside
signalling system assets with train operations (signal
sighting).

This document contains requirements for the
management of cryptographic keys on the mainline
railway to facilitate secure European Rail Traffic
Management System (ERTMS) data radio
communication. ERTMS exchanges information between
trackside equipment and trains and vice versa in the
form of data messages. When radio is used for these
data messages a secure connection is required, and
corresponding keys must be available on either side of
the connection.

04/03/2017 04/03/2017 04/03/2017

This document specifies the appearance of lineside 13/03/2018 13/03/2018 13/03/2018 RIS-0758-CCS Iss 1
signal aspects and indications and the information they GKRTOO058 Iss 1
convey. GKGNO0658 Iss 1
RIS-0775-CCS Iss 1 sets out requirements and guidance ~ 03/03/2018 03/03/2018 03/03/2018 GERT8075 Iss 2
for the application of the United Kingdom (UK) Class B GEGN8675 Iss 2
train protection system ‘TPWS’, which comprises the
Automatic Warning System (AWS) and the Train
Protection and Warning System (TPWS).

This document sets out requirements on the 04/03/2017 04/03/2017 04/03/2017 GERT8064 Iss 1
management of packet 44 of the European Train Control

System (ETCS) data protocol for national applications.

GKRT0192 Iss 2
GKGNO0692 Iss 1
RIS-0792-CCS Iss 1

This document sets out control, command and signalling 03/12/2016 03/12/2016 03/12/2016
requirements and guidance for level crossing
functionality, so that it is compatible with infrastructure
manager operations at stations and railway undertaking
operations.

This document sets out the requirements for the
application of GSM-R train voice radio systems,
specifically interface requirements for the infrastructure
manager and the railway undertaking. The GB sound
files for audible indications referenced in this document
can be found at:
https://www.rssb.co.uk/Pages/standards-and-the-rail-
industry/gsm-r-train-voice-radio-systems-tones.aspx

RIS-0794-CCS Iss 1
GKRT0094 Iss 1
GKGN0694 Iss 1

04/03/2017 04/03/2017

This document sets out requirements for an RFID 03/03/2018 03/03/2018 03/03/2018
system where the tag is on the train and the reader
is on the infrastructure. It includes specific requirements

for Automatic Vehicle Identification (AVI).

Superseded by Lead Supporting
Standard Committee Committee

CCs TOM
CCs TOM
CCs RST TOM
CCs RST TOM
CCs RST
CCs TOM
CCs PLT RST
TOM
CCs ENE INS
PLT RST
TOM



Document Number

RIS-1530-PLT Iss 6

RIS-1700-PLT Iss 3

RIS-1701-PLT Iss 4

RIS-1702-PLT Iss 1

RIS-1710-PLT Iss 1

RIS-1800-ENE Iss 1

RIS-1854-ENE Iss 1

Document
Status

Rail Industry Standard for Technical Requirer Live

Rail Industry Standard for Safe Use of Plant f Live

Rail Industry Standard for Portable and Tran: Live

Rail Industry Standard for the Design of On-t Live

Rail Industry Standard for Engineering Certifi Live

Rail Industry Standard for Network and Depc Live

750V and 1500 V DC Overhead Lines and coi Live

RGS Catalogue - June 2018

Issue Date In Force
Date Date

Synopsis

This document provides a voluntary standard defining 05/12/2015 05/12/2015 05/12/2015
the engineering requirements for on-track plant (OTP)

trolleys and associated equipment.

This document details requirements for the safe use of ~ 01/03/2011 05/03/2011 05/03/2011
plant (as defined in this document) on, or that could

affect, Network Rail controlled infrastructure, used for

all infrastructure related activities, including (but not

limited to) maintaining, inspecting, measuring, renewing

and installing infrastructure and its components. This

document is particularly relevant to situations where

plant has the potential to infringe running line

clearances or where plant is used adjacent to an open

running line.

This document covers the acceptance for use on
Network Rail managed infrastructure of all new and
modified portable and transportable plant used for all
infrastructure related activities.

It includes the engineering requirements and fitness for
purpose of portable and t